
W
ith the CD / SACD player of the Series 7 soulution suc-

ceeded in redefining digital music reproduction: The

745 has set new benchmarks. The goal in designing the

540 was therefore, of course, to transfer as much as possible from

this exceptional player. Let’s begin with the prestigious and expen-

sive drive made by Teac/Esoteric, which we also gave to our 540.

Controlled by an ultra-precise soulution clock generator, it acts as

a guarantor for an excellent data readout. For the D/A conversion

the 540 translates all information into the 24 bit format with a sam-

pling rate of 384 kilohertz. Here we employ the polynomial algorithm

by »Anagram« which ensures high-precision results and is also

used in the 745. SACD signals are converted into the PCM format

which we deem technically superior; the D/A conversion is provided

by PCM 1792 Burr Brown 24 bit converters.

The 540 also has two separate power supplies built into its hous-

ing: one for the analogue signal processing and one modern switch-

ing power supply for the digital sections. It features all digital inputs

and outputs (AES/EBU balanced, SPDIF-RCA, TOS-Link, each with

24 bit / 192 kilohertz at the max). In addition the 540 has a USB

connection which handles the signals from the computer with up to

24 bit / 96 kilohertz.

Soundwise the kinship between the 540 and the 745 is unmistake-

able. Precision and neutrality, coupled with utmost resolution. The

brandnew soulution 540 – damned close to the pick of the bunch.

Unrivalled in its class.
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Specifications

CD/SACD player soulution 540

Frequency response 0 - 100 kHz (24 bit / 192 kHz)

THD + N < 0.0007% (20 Hz to 20 kHz)

Signal-to-noise ratio > 130 dB  

Channel separation > 120 dB 

Jitter below measuring threshold

Analogue outputs balanced XLR, unbalanced RCA

Output impedance 10 ohms balanced and unbalanced

Digital inputs AES/EBU balanced, SPDIF-RCA,

TOS-Link, USB

Digital outputs AES/EBU balanced, SPDIF-RCA, TOS-Link

Power consumption 50 watts / <0,5 watts stand-by

Dimensions 442 mm * 143 mm * 448 mm (W * H * D)

Weight 18 kg 

Cabinet Aluminium, black / natural

Remote turn-on 12 volts link signal

We reserve the right to alter technical

specifications without prior notice.
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